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Approval of M.A.S.S. safety barrier

With reference to the application letter 2014019594-014 dated 16.01.14 sent by Hill & Smith

Ltd concerning the approval of M.A.S.S. safety barrier for temporary use and the following
documents:

e From TRL test centre. Test report number B4189 (23.11.09). TB22 test of
M.A.S.S. temporary safety barrier;

e From Hill & Smith Ltd.: drawing number MASS 021 (March 2003) and safety
barrier installation manual.

Report are reviewed and controlled according to NS EN1317-1, 2 and 5.

M.A.S.S. (Multi Applicational Safety System) is a prefabricated element safety barrier with
barrier unit length of 1.5 m. The safety barrier is 0.500 m wide and 0.505 m high.

Tests are carried out with a system length of about 57 meters that ends with two 3m long
turned down terminals. Each terminal is fixed to the running surface using four long pins.

The tests meet the requirements to T2 containment class.
M.A.S.S. safety barrier receives attestation of conformity for use as follows:

- Containment level T2 and impact severity level A with working width class W5
(W=1.7m) and maximum dynamic deflection D=1.2m

In accordance to NS EN 1317-2:2010 M.A.S.S. receives attestation of conformity for use in
containment level T1. The working width class is calculated to be W4 (W=1.1 m) and
maximum dynamic deflection D=0.6 m

The safety barrier must be installed in accordance with the installation’s instruction given
from the producer.
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M.A.S.S. must be installed with a minimum length of 35 meters starting at least 15 meters
before working area. Safety barrier’s terminal may represent a risk to road users and must be
curve outwards on roads with speed limits of 70 knm/h or higher. Turned down terminal can be
used in accordance with national specifications.

The acceptance is limited to use within Norwegian Public Roads Administration.

In case of any discrepancy between the English and the Norwegian approval letter, the
Norwegian version should be act as the original.

Office for control and approval of bridges
Best regards
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Godkjenning av M.A.S.S. midlertidigrekkverk

Det vises til soknad fra Hill & Smith Ltd med journalnummer 2014019594-014 av 16.01.14
om godkjenning av “M.A.S.S.” midlertidigrekkverk i stal.

Seknaden inneholder:

o [Fra TRL test senter: Test rapport nummer B4189 (dato 23.11.09) TB22 test av M.A.S.S.
midlertidig rekkverk;

e Fra Hill & Smith Ltd: bilder og video av testen; tegningsnummer MASS 021 (mars 2003)
og installasjonsbeskrivelse.

Rapporten er gjennomgdtt og kontrollert i henhold til NS EN1317-1,2 og 5.

M.A.S.S. (Multi Applicational Safety System) er et prefabrikkert elementrekkverk med
elementlengde pa 1,5m. Rekkverket er 0,500m bredt og 0,505m heyt.

Testen er gjort med rekkverkslengde pé ca. 57 meter (med to rekkverksavslutninger pa 3,0 m)
Rekkverket er plassert pd asfalt uten & vaere festet til underlaget; rekkverksavslutningene er
spikret til underlaget med 4 spiker.

Testene tilfredsstiller kravene til styrkeklassen T2.

M.A.S.S. midlertidigrekkverk godkjennes til folgende bruk:

- Styrkeklasse T2 og skadeklasse A med arbeidsbredde W5 (W=1.7m) og sterste
dynamiske deformasjon D=1,2m

I henhold til NS EN 1317-2:2010 godkjennes M.A.S.S. midlertidigrekkverk ogsé i klasse T1.
Arbeidsbredden er beregnet & bli W4 (1,1m) og sterste dynamiske deformasjon D=0,6m.

Rekkverket md monteres i henhold til produsent/leveranderens installasjonsbeskrivelse.
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M.A.S.S. ma installeres med en minstelengde pd 35 meter og rekkverket ma monteres minst
15 meter for arbeidsomradet. Rekkverksender kan representere en risiko for trafikanter og mé
svinges ut pa veger med fartsgrense pd 70 km/t eller hoyere. Nedforte rekkverksender kan
benyttes i henhold til rekkverksnormalens krav.

Godkjenningen gjelder for Norge og inntil videre bare for Statens vegvesen.

Kontor for kontroll og godkjenning av bruer
Med hilsen
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