
B-B ( 1 :10 )

A-A ( 1 : 2 )
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RAISED STRUCTURE ( 1 : 10 )

8012901AM H1 POST1.1

8012433L=7984S420M PROFILE1.2

8012902L=800S355M FOUNDATION1.3

8012434L=532S420M JOINT1.4

122160270AM16x274.6M16x27 BOLT WITH FLANGE NUT1.5

120120003M12

-

FLANGE NUT1.7

122120250M12x258.8ROUND HEAD  BOLT1.8

8012449L=250S355M BRACKET C PROFIL1.10

8012903S355POST LOOK1.15

121120300M12x308.8BOLT1.16

8012904L=400S355M FOUNDATION1.17

M POST WITH BASE PLATE1.18

T=4S235M TENSION BAND1.19
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A1

REGULATION

TESTED ACC. TO SS-EN 1317-2 (CONTAINMENT LEVEL H1)

FACTORY PRODUCTION CONTROL ACC. SS-EN 1317-5

HOT DIP GALVANIZING ACC. TO SS-EN ISO 1461.

ITEM 1.6 AND 1.14 CAN BE RELACED WITH FLANGE NUT
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REVISION HISTORY

REV DESCRIPTION DATE APPR.

1

SHEET 1: VERSION WITH BASE PLATE ADDED. 

SHEET 2: JOINT FOR QUICK OPENING ADDED.
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