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Godkjenning av VEVA 3 drifts-/katastrofedpning (Jansen-Venneboer)

Det vises til seknad fra Jansen Venneboer B.V. journalnummer 2013009972-016 av
03.05.2013 om godkjenning av VEVA 3 drifts-/katastrofedpning for midtdelerekkverk.

Seknaden inneholder:

e Fra TNO Crash Testing: test rapport nr. 06.MR.CT.099.2/LM (dato 12.12.06); TB11
test og TB 42 test av VEVA 3 1 dpen konfigurasjon.

e Fra TNO Crash Testing: test rapport nr. 06.MR.CT.104.2/LM (dato 14.12.06); TB51
test av VEVA 3 i lukket konfigurasjon.

e Fra TNO Crash Testing: test rapport nr. 06. MR.CT.105.2/LM (dato 19.12.06); TB11
test av VEVA 3 i lukket konfigurasjon..

e Fra TNO Crash Testing: test rapport nr. 07.MR.CT.013.2-IB revl1 (dato 25.06.12); test
av stegtpute montert p& VEVA 3

e Fra Jansen Venneboer B.V.: bilder og video av testene; tegning nr. 23116-0100-00 av
12.04.13; installasjonsmanualer og vedlikeholds instruksjoner.

Rapportene er gjennomgatt og kontrollert i henhold til NS EN1317-1,2 og 5. Systemet er
testet bade i lukket (styrkeklasse H2) og &pen (styrkeklasse H1) konfigurasjon.

VEVA 3 er en sperreanordning som benyttes i drifts-/katastrofedpning og kan dpnes ved
behov. VEVA 3 kan benyttes med en eller to armer som bestér av moduler (Step profil) med
en lengde pd 6 meter. Den totale lengden pd armene kan variere fra 6 meter til 120 meter.
Systemet et er 1,0 m bredt og 0,9 m heyt. Sperreanordningen dpnes med en elektrisk motor
(fra 15 til 90 sekunder avhengig av total vekt og lengde).

Testene tilfredsstiller kravene til styrkeklasse H2 i lukket konfigurasjonen.
"VEVA 3" drifts-/katastrofedpning godkjennes til falgende bruk:

- Styrkeklasse H2 og skadeklasse B med arbeidsbredde W7 (W=2,5m), storste
dynamiske deformasjon D=1,5m og krengningsklasse VI7 (VI = 2,5m)
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I tillegg tilfredsstiller VEVA 3 system kravene i Styrkeklasse H1 og skadeklasse C i dpen
konfigurasjonen. Systemet kan utstyres med den testete stetputen for a redusere
konsekvensene av en pakjorsel nér det brukes i dpne konfigurasjonen.

"WEVA 3" drifts-/katastrofedpning ma monteres slik den er testet og videre i henhold til
produsent/leveranderens  installasjonsbeskrivelse. Overgang fra dette  systemet til
midtdelerekkverk trenger en egen godkjenning.

Godkjenningen gjelder for Norge og inntil videre bare for Statens vegvesen.

Kontor for kontroll og godkjenning av bruer
Med hilsen
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Kontorleder
Matteo Pezzucchi
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Approval of VEVA 3 emergency gate (Jansen-Venneboer)

In reference to the application letter number 2013009972-016 dated 3™ Mai 2013 sent by
Jansen Venneboer B.V concerning the approval of VEVA 3 emergency gate.

These documents follow the application:
e From TNO Crash Testing: test report nr. 06.MR.CT.099.2/LM (dated 12.12.06); TB11
test and TB 42 test of VEVA 3 in open configuration.
e From TNO Crash Testing: test report nr. 06.MR.CT.104.2/LM (dated 14.12.06); TB51
test of VEVA 3 in closed configuration.

e From TNO Crash Testing: test report nr. 06.MR.CT.105.2/LM (dated 19.12.06); TB11
test of VEVA 3 in closed configuration.

¢ From TNO Crash Testing: test report nr. 07.MR.CT.013.2-1JB rev] (dated 25.06.12);
test of crash cushions mounted on a VEVA 3 system

e From Jansen Venneboer B.V.: pictures and videos of the tests; drawing nr. 23116-0100-
00 dated 12.04.13; installation manual and maintenance manual.

The reports are reviewed and controlled according to NS EN1317-1,2 and 5. The system is
tested both in a closed configuration (containment level H2) and open configuration
(containment level H1).

VEVA 3 is a device used for maintenance operations and for emergency opening. VEVA has
a modular composition consisting of one or two arms assembled from modules (Step profil)
with a single length of 6 metres. The total length of the arms can vary from 6 to 120 meters.
The system is a 1.0 m wide and 0.9 m high. VEVA opens with an electric motor (from 15 to
90 seconds depending on the total weight and length of the device).

The tests meet the requirements of strength class H2 in the closed configuration

“VEVA 3” emergency gate receives attestation of conformity for use as follows:
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—  Containment level H2 and impact severity level B with working width class W7
(W=2.5m),maximum dynamic deflection D=1.5 m and vehicle intrusion class VI7
(VI=2,5m)

In addition VEVA 3 system meets the requirements of strength class H1 and impact severity
level C in an open configuration. The system can be equipped with the tested crash cushion to
reduce the consequences of an impact when used in an open configuration.

"VEVA 3" system must be installed as tested and in accordance with the installation’s
instruction given from the producer. The transitions from this system to the connecting safety
barrier need a separate approval.

The acceptance is limited to use within Norwegian Public Roads Administration.
In case of any discrepancy between the English and the Norwegian approval letter, the

Norwegian version should be act as the original.

Office for control and approval of bridges
Best regards
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